CONTRACT NO. 98542
TOTAL SHEET

Fhs SECTION county | gt | SHES
DETAILS OF CONCRETE COLLAR DETAIL OF CONCRETE COLLAR 932 | (8,9,1DW,RS-1 * 401 199
FOR PRECAST BOX CULVERT o —
FOR P R C FLARED END SECT'ON FED. ROAD DIST. NO. - | ILLINOIS 1 FED. AID PROJECT
b - 2 * JOHNSON & POPE
REMOVE_PORTION OF EXISTING o 12 Y, X 18" EXPANSION BOLTS AT
HEADWALL DOWN TO 12" BELOW ™ 7 /187 CENTERS TYPICAL ALL FOUR
FINISHED GRADE N /' SIDES. COST INCLUDED IN THE
I (PSRE%P%%ETDE "BF:EELCO‘;VS)T BOX CULVERT. 18” REMOVE PORTION OF EXISTING
|/ 6 HEADWALL DOWN TO 12 BELOW\ ¥, X 18" EXPANSION BOLTS
J s udl I FINISHED GRADE OR TO TOP OF \ AT 18" CENTERS. TYPICAL ALL
/T L] ﬁ_f:_w__ COLLAR, WHICHEVER IS LESS. /" FOUR SIDES. COST INCLUDED IN
LoeyisTing LPROPOSED = 142”4  THE PROPOSED CONCRETE COLLAR. TABULATION
BOX S PRECAST BOX DIANETER CLASS ST CONC.
CULVERT7 CULVERT o o S s OF PIPE CU. YD. (EST.)
/ I z r = ~ 12" 0.16
S S [ 5 I 157 0.19
=1 1 / ‘ " 18" 0.23
115 PR.C. 6" G
1 Lg” — EXISTING CULVERT iﬁgggDSEEND F;ELCTION A 028 |
7 8" 30" 0.37
2 - #5 S BARS TYPICAL/ 27 o
COST INCLUDED IN THE v L 1 I o 053
| PROPOSED PRECAST BOX T : 48" 0.62
CULVERT. | 118" 1 547 o
SIDE VIEW END VIEW i 1 / 60" 0.61
L / 72" 1,03
2 - %5 S BARS TYPICAL/
TABULATION COST INCLUDED IN THE THE CONCRETE COLLAR SHALL BE PAID FOR AT
THE CONCRETE COLLAR SHALL BE CONSIDERED e e PROPOSED CONCRETE THE CONTRACT UNIT PRICE PER CUBIC YARD FOR
INCLUDED IN A ONCRETE BOX CULVERT, (FOR INFORMATION PURPOSES ONLY) CONCRETE COLLAR, AS SHOWN ON THE PLANS,
PRECAST CONCRETE . COLLAR. £\
WHICH PRICE SHALL INCLUDE THE REMOVAL OF SPAN X RISE CLASS SI CONC. SIDE VIEW w WHICH PRICE SHALL INCLUDE THE REMOVAL OF
SUCH PORTIONS OF THE EXISTING HEADWALLS CU. YD. (EST.) - SUCH PORTIONS OF THE EXISTING HEADWALLS
AS MAY BE REQUIRED. CLASS SI CONCRETE SHALL 2r X2 0.26 AS MAY BE REQUIRED. CLASS SI CONCRETE SHALL
BE USED THROUGHOUT. 3 X 2 0.30 BE USED THROUGHOUT.
3 X 3 0.34
4 X 2 0.36
NOTE: 7 X3 0.39 NOTE:
4 X 4 0.43
ANCHOR BOLTS, MEETING THE REQUIREMENTS OF 5 X 2 0.41 ANCHOR BOLTS, MEETING THE REQUIREMENTS OF
ARTICLE 1006.09 OF THE STANDARD SPECIFICATIONS, 5 X 3 0.45 ARTICLE 1006.09 OF THE STANDARD SPECIFICATIONS, REVISIONS
SHALL EXTEND A MINIMUM OF 9 INCHES INTO THE 5 X 4 0.49 i SHALL EXTEND A MINIMUM OF 9 INCHES INTO THE DRAWN | 9-7-89
NEW CONCRETE. EXPANSION SHIELDS SHALL PROVIDE 6 X 2 0.47 REVIStD | 5-I5-S0|REVISED NEW CONCRETE. EXPANSION SHIELDS SHALL PROVIDE REVISED | 5-16-54
A MINIMUM CERTIFIED PROOF LOAD OF 4080 6 X 3 0.51 REVISED | 8-10-90|REVISED A MINIMUM CERTIFIED PROOF LOAD OF 4080 STD. 9-47 :E‘égég 5:1’;:8}(
POUNDS. X & 0.54 STD. 9-45 [revisen -94[REVISED POUNDS.
PRECAST BOX CULVERT END SECTION PIPE TO PIPE
REMOVE PORTION OF EXISTING Yy X 18’ EXPANSION BOLTS
HEADWALL DOWN TO 12 BELOW\ |/ /AT 18" CENTERS. TYPICAL ALL TABULATION
FINISHED GRADE OR TO TOP OF \{/ /,/ FOUR SIDES. COST INCLUDED IN 6 SPAN X RISE CLASS SI CONC.
COLLAR, WHICHEVER IS LESS. 1.12){  THE PROPOSED CONCRETE COLLAR. | CU. YD. (EST.)
e e TABULATION
1T 16 2 X 2 0.26
777777777 asd | LI 1 3 X 2 0.30 DIAMETER | CL SI CONC
S~ f 3 X 3 0.34 OF PIPE | CU YDS EST
S 4 X 2’ 0.36 i 12" 0.24
S SPAN 4 X3 0.39 Ep=m—— 157 0.29
~ yORaY .43 18 0.32
EXISTING CULVERT PROPOSED BOX w 57X 2 0.41 EXISTING 24" 0.44
CULVERT END SECTION % " ; ; . PIPE 307 0.56
67 | | = ~ -6 5" X 3 0.45 357 5 EE
e | 5 X 4’ 0.49 CULVERT 6 3 0.80
77777777 +Hiy 1 5 X 5 0.53 - 487" 0.93
o - 118 T 7 b’ X 2 o4r |V g ! 547 .07
A /T 6 X 3 0.51 60" 1.22
// g o X &4 0.54 727 155
2 - #5 S BARS TYPICAL / g: § 2: 0.64
COST INCLUDED IN X3 0.6 L c A ‘
THE PROPOSED 8 X 6 0.72 THE CONCRETE COLLAR SHALL BE PAID FOR AT THE CONTRACT UNIT
CONCRETE COLLAR 9 X 6 0.78 SIDE VIEW END VIEW PRICE PER CUBIC YARD FOR CONCRETE COLLAR, AS SHOWN ON
: 100 X & 0.79 —_———— _— THE PLANS, WHICH PRICE SHALL INCLUDE THE REMOVAL OF SUCH
PORTIONS THE EXISTING HEADWALLS AS MAY BE REQUIRED.
SIDE VIEW END VIEW THE CONCRETE COLLAR SHALL BE PAID FOR AT
THE CONTRACT UNIT PRICE PER CUBIC YARD FOR CLASS SI CONCRETE SHALL BE USED THROUGHOUT.
CONCRETE COLLAR, AS SHOWN ON THE PLANS,
NOTE: WHICH PRICE SHALL INCLUDE THE REMOVAL OF SUCH
=t PORTIONS OF THE EXISTING HEADWALLS AS MAY BE
ANCHOR BOLTS, MEETING THE REQUIREMENTS OF REQUIRED. CLASS SI CONCRETE SHALL BE USED
ARTICLE 1006.09 OF THE STANDARD SPECIFICATIONS, THROUGHOUT.
SHALL EXTEND A MINIMUM OF 9 INCHES INTO THE
NEW CONCRETE. EXPANSION SHIELDS SHALL PROVIDE
A MINIMUM CERTIFIED PROOF LOAD OF 4080 RevistoNs
9-7-8
POUNDS.
REVISED | 12-17-0: 13-
STD. 9-46 RE‘\?ISED m-xo~olr k_‘{EgRCw&D Z.Z.ag?,
REVISED
STD.  9-79 [Revisen

DETAILS: CONCRETE COLLAR FOR PRECAST BOX CULVERT, CONCRETE COLLAR FOR PRECAST BOX CULVERT END SECTION

'CONCRETE COLLAR FOR P.R.C. FLARED END SECTION, CONCRETE COLLAR PIPE TO PIPE




